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Uniflair Large air-cooled and free-cooling 
chillers with oil-free centrifugal 
compressors
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Double power supply with 
ultracapacitor and automatic transfer 
switch (ATS), as option
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Improve the capacity modulation, reduce 
power consumption and reduce energy cost

protection panels for coils piping 
connections to the condensers.
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The VSD pump allows modulating flow rate to 
the constructive characteristics of the plant on- 
site during commissioning or in a self-adaptive 
way based on the load
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Flooded shell and tube evaporator to 
maximize heat exchange coefficient and 
efficiency in combination with an oil free 
compressor
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The free-cooling coils are connected to a 
manifold by particular flexible pipes in EPDM 
material in order to preserve the coils from water 
hammers and vibrations
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BCEC / F technical data
Technical Data

BCEC / F 0301A 0401A 0532A 0632A 0752A 0903A 1103A

Power Supply V/ph/Hz 400/3/50

Compressors n. 1 1 2 2 2 3 3

Circuits n. 1 1 1 1 1 1 1

Evaporator n. 1 1 1 1 1 1 1

Fans n. 6 6 8 10 12 14 16

Dimensions

BCEC / F 0301A 0401A 0532A 0632A 0752A 0903A 1103A

Height mm 2532 2532 2532 2532 2532 2532 2532

Width mm 2200 2200 2200 2200 2200 2200 2201

Lenght mm 5005 5005 6435 7865 9295 10725 12025
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BCEC technical data

(a)* data refer to following conditions: water temperature 30-20°C and glycol 0%, ambient 
temperature 35°
(b)* seasonal Energy Performance Ratio according to Regulation EU 2016/2281
(c)* sound power level for each octave band frequency is supplied in compliance with 
standard ISO3744–ISO3746

R134a Refrigerant

BCEC 0301A 0401A 0532A 0632A 0752A 0903A 1103A

Performance Quiet Version

Cooling Capacity (a)* kW 429.1 581.7 815.4 867.5 1189.0 1278.2 1807.8

Absorbed Power (a)* kW 101.5 141.5 203.5 208.8 282.9 310.5 419.1

EER (a)* - 4.23 4.11 4.01 4.16 4.20 4.12 4.31

SEPR HT (b)* - 7.3 7.3 6.8 7.1 7.2 7.0 7.2

Noise Levels

Sound Power Level 
Basic version (c)* dB(A) 92.0 92.2 93.4 94.3 95.2 95.8 96.6

Sound Power Level with 
diffusers(c)* dB(A) 88.6 89.2 90.4 91.0 92.2 92.6 93.6

BCEC 0301A 0401A 0532A 0632A 0752A 0903A 1103A

Performance Quiet Version

Cooling Capacity (a)* kW 429.1 581.3 815.0 867.1 1188.2 1277.6 1806.9

Absorbed Power (a)* kW 101.6 141.5 203.5 208.8 282.9 310.5 419.1

EER (a)* - 4.22 4.11 4.01 4.15 4.20 4.11 4.31

SEPR HT (b)* - 7.3 7.3 6.8 7.1 7.2 7.0 7.2

Noise Levels

Sound Power Level 
Basic version (c)* dB(A) 92.0 92.2 93.4 94.3 95.2 95.8 96.6

Sound Power Level with 
diffusers(c)* dB(A) 88.6 89.2 90.4 91.0 92.2 92.6 93.6

R513A Refrigerant
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BCEC technical data
R1234ze Refrigerant

BCEC 0301A 0401A 0532A 0632A 0752A 0903A 1103A

Performance Quiet Version

Cooling Capacity (a)* kW 429.2 430.8 848.9 879.4 874.4 1310.9 1421.6

Absorbed Power (a)* kW 92.8 92.5 205.4 196.5 183.3 300.9 310.1

EER (a)* - 4.63 4.66 4.13 4.48 4.77 4.36 4.58

SEPR HT (b)* - 7.8 7.9 7.3 7.7 7.9 7.6 7.8

Noise Levels

Sound Power Level 
Basic version (c)* dB(A) 92.0 92.2 93.4 94.3 95.2 95.8 96.6

Sound Power Level with 
diffusers(c)* dB(A) 88.6 89.2 90.4 91.0 92.2 92.6 93.6

(a)* data refer to following conditions: water temperature 30-20°C and glycol 0%, ambient 
temperature 35°
(b)* seasonal Energy Performance Ratio according to Regulation EU 2016/2281
(c)* sound power level for each octave band frequency is supplied in compliance with 
standard ISO3744–ISO3746
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BCEF technical data

(a)* data refer to following conditions: water temperature 30-20°C and glycol 20%, ambient 
temperature 35°
(b)* seasonal Energy Performance Ratio according to Regulation EU 2016/2281
(c)* sound power level for each octave band frequency is supplied in compliance with 
standard ISO3744–ISO3746

R134a Refrigerant

R513A Refrigerant

BCEF 0301A 0401A 0532A 0632A 0752A 0903A 1103A

Performance Quiet Version

Cooling Capacity (a)* kW 417.7 566.4 804.5 856.7 1172.4 1261.6 1784.0

Absorbed Power (a)* kW 101.2 141.5 203.5 208.8 282.9 310.5 419.1

EER (a)* - 4.13 4.00 3.95 4.10 4.14 4.06 4.26

SEPR HT (b)* - 7.2 7.2 6.6 7.0 6.8 6.8 6.4

Noise Levels

Sound Power Level 
Basic version (c)* dB(A) 92.0 92.2 93.4 94.3 95.2 95.8 96.6

Sound Power Level with 
diffusers(c)* dB(A) 88.6 89.2 90.4 91.0 92.2 92.6 93.6

BCEF 0301A 0401A 0532A 0632A 0752A 0903A 1103A

Performance Quiet Version

Cooling Capacity (a)* kW 417.4 565.9 804.1 856.3 1171.7 1260.9 1783.0

Absorbed Power (a)* kW 101.2 141.5 203.5 208.8 282.9 310.5 419.1

EER (a)* - 4.12 4.00 3.95 4.10 4.14 4.06 4.25

SEPR HT (b)* - 7.2 7.1 6.6 7.0 6.8 6.8 6.4

Noise Levels

Sound Power Level 
Basic version (c)* dB(A) 92.0 92.2 93.4 94.3 95.2 95.8 96.6

Sound Power Level with 
diffusers(c)* dB(A) 88.6 89.2 90.4 91.0 92.2 92.6 93.6
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BCEF technical data
R1234ze Refrigerant

(a)* data refer to following conditions: water temperature 30-20°C and glycol 0%, ambient 
temperature 35°
(b)* seasonal Energy Performance Ratio according to Regulation EU 2016/2281
(c)* sound power level for each octave band frequency is supplied in compliance with 
standard ISO3744–ISO3746

BCEF 0301A 0401A 0532A 0632A 0752A 0903A 1103A

Performance Quiet Version

Cooling Capacity (a)* kW 419.2 421.3 834.7 870.8 865.0 1295.0 1407.6

Absorbed Power (a)* kW 93.2 92.8 205.4 197.8 183.8 301.9 311.4

EER (a)* - 4.50 4.54 4.06 4.40 4.71 4.29 4.52

SEPR HT (b)* - 7.5 7.6 6.9 7.3 7.6 7.1 6.9

Noise Levels

Sound Power Level 
Basic version (c)* dB(A) 92.0 92.2 93.4 94.3 95.2 95.8 96.6

Sound Power Level with 
diffusers(c)* dB(A) 88.6 89.2 90.4 91.0 92.2 92.6 93.6
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